
 11' (3m) 

 82' (25m) 
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 5' (1.47m) 

 4'-3" (1.3m)  3' (0.91m) 

 72' (21.9m) 

 74'-1.5" (22.6m) 

 8'-4" (2.54m) 

 76'-3" (23.24m) 

 82' (25m) 

 ~98' - 109' (29.8 - 33.2m) (depending on end-user's tractor) 

 86' (26.2m) 

 INSIDE WORK ZONE: 15'-5" (4.7m) 

 ~97'-5" (29.7m) (depending on end-user's TMA) 

 ~109' - 120' (33.2 - 36.6m) (depending on end-user's tractor & TMA) 

 TRANSPORT: 4' (1.2m) 

~12' (3.65m) Typical
(depending on 

end-user's tractor)

TOP VIEW

TMA

SIDE VIEW

KINGPIN

REAR
CABOOSE AXLE

FRONT
CABOOSE AXLE

TM
A

* Typical number of wall sections = 1 or 2
Weight of extra wall section = 5,000lb [2,270 kg]

NOTES: 
(1) BARRIER IS TO BE 
TRANSPORTED
TO AND FROM WORK 
ZONES WITH TMA UP.

(2) TRACTOR & TMA 
MAY VARY.

(3) STANDARD WEIGHT,
WIDTH & HEIGHT.

MBT-1

MBT-1 WEIGHT 35,000lb [13,600 kg]                                                                           
with two 20ft [6.1m] wall sections

AXLES 2
MAXIMUM WALL SECTIONS* 3
MAXIMUM WEIGHT (GVWR) 85,000lb [38,500 kg]
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